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I

1« CANERA B 7 VAS USED IN NISSION 8846 FLOVN ON 38 SEPTEMBER

1965, PROCISSING VAS ACCONPLISHED BY BARKSDALE.
2. ORIGINAL NEGATIVEs
A. THE EXPOSURE VAS ADEQUATE, THE RESOLUTION IS 600D

25X1

HOVEVER, THE 1L AND IR POSITIONS ARE LESS SHARP THAN THE VERTICALS.,

THE 1L POSITIONS ARE WORSE THAM THE IRS,

B. SR SIDEs SLISNT EDGE STATIC 1S PRESENT ALONG BOTH
EDGES THROUGNOUT TME MISSION, INBOARD ROLLER CHATTER BEGINS
FRANE 1518 AND CONTINUES TO THE END OF THE MISSION. A ROV OF
NINUS DENSITY DOTS.4.55" APART AND 6.8 FROM TNE INBOARD EDGE
IS PRESENT FROM HEAD TO TAIL., A SERIES OF MINUS DENSITY DOTS
VNICH FORN AN IRREGULAR §.1" DIANETER CIRCLE IS PRESENT ON FR
2383 TERODEN 2359, THE CENTER OF THIS CONFIGURATION OF MINUS

DENSITY DOTS IS LOCATED 8.3" FROM THE INBOARD EDGE AND THE SE
APPEARS APPROXINATELY EVERY 18.8", TWO PLUS DENSITY SPOTS m#
MRESENT VITMIN THE MINUS DENSITY CONFIGURATION THE LAST TINE #t*
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APPEARS, TNESE PLUS DENSITY SPOTS THEN OCCUR EVERY 4.6" IN FRAMES — =
2559 THROUGN 2482, ANOTNER SERIES OF NINUS DENSITY DOTS 2,3"
APART AND 8.3 FROM TNE INBOARD EDGE IS PRESENT ON FRAMES 2252

THROUGM 2332, A NANYFACTURER®S SPLICE 1S LOCATED IN FRANE 2227,
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Co 9L SIDEs EBGE STATIC AND ROLLER CHATTER ARE PRESENT
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ON BOTH SIDES THROUGHOUT THE MISSION, METERING IS IRREGULAR
RANGING FROM 0.25" TO 8.6". THE VERTICAL DOT INDICATOR IS
BLOOMED. THE IL POSITION INDICATOR IS UNDEREXPOSED. LONGIT-
UDINAL PLUS DENSITY STREAKS ARE PRESENT 4.1" AND 4.3" FROM THE
INBOARD EDGE ON FRAMES 228, 224,AND 227, IRREGULAR MINUS DENSITY
STREAKS ARE PRESENT ON THE INBOARD EDGE OF FRAMES 1663 TO 1669.
DEPOSITS OF EXCESS DYE AND TITLE FLAKING IS PRESENT ON SEVERAL
FRAMES, VAX ON THE TITLED EDGE IS SMEARED ON FRAMES 1781 TO
1719, EMULSION LIFTS ARE LOCATED IN FRAMES 2108, 2198, AND 2283,
A MANUFACTURER®S SPLICE IS LOCATED IN FRAME 1671 AND ASSOCIATED
M.US DENSITY AREAS ARE PRESENT ON FRAMES 1668/1669 AND 1673.

D. BOTH SIDESs MANY SOFT AND SMEARED FRAMES CAUSED BY
VEHICLE TURN MANEUVERS VERE NOTED, THE FIRST AND LAST TITLED
FRAMES ON EACH SIDE ARE 8800 AND 2464,

E. THERE WERE NO MAJOR PROCESSING ANOMALIES OR CAMERA
MALFUNCTIONS IN THIS MISSION,

3. POSITIVE:

A, PI SUITABILITY IS GOOD.

B. PRINTING AND PROCESSING thE GooD,

C. CLOUDS DEGRADE OR OBSCURE APPROXIMATELY 15 PERCENT
OF THE MISSION.
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